This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.

o
o
P
el
i o
A

Sedimant Core Position

Surfaces

1849 Post-dredge
1966

1878

19886

1989

Error Surfaces
1949 Post-dredge
1968

1976

1986

1989

DEPTHS REFERENCE MLW
VERTICAL SCALE: 1 in. = § ft

Canterling

-26

=30

Job Mo 23808-T1024

Praparsd by © DEH

Data : May 23, 1994

CORE SAMPLE MUMBER 271
AT STATION 2B2+70
PASSAIC RIVER - NEW JERSEY

The format of this document may appear slightly different from the version submitted
to US EPA (1995) due to changes in software. There has been no change in content.



This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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